IN THE SPECIFICATION : 

Please replace the paragraph beginning at page 9, line 3 through line 16 with 
the following rewritten paragraph. 

The operating element 5 is designed hook-like in the example shown in Fig. la and 
in the upper part of the figure not yet in direct contact with the bolt 11 (see 
enlargement in Fig. lb). The bolt 11 has on its front end a flattening which co- 
operates with a corresponding catch of the operating element 5. In the phase where 
the bolt 1 1 does not yet act upon the operating element 5 it becomes clear that the 
operating element 5 is arranged projecting inwards as a conical inwardly extending 
projection . By means of that the front end of the operating element 5 moves so far to 
the inside that the catch arranged on the front end co-operates in a holding way with 
a corresponding collar on the piston. The piston now carries on its front end which 
faces the magnet coil 8 the catching element 6 with the collar formed like a plane. 

Please replace the paragraph beginning at page 9, line 23 through line 3 1 with 
the following rewritten paragraph. 

On the other hand the lower part of Fig. la shows the unlocked position. The bolt 1 1 
here is located so far to the left hand side that its outer flank slides on the catch 
conical inwardly extending projection of the operating element 5 and presses it the 
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operating element outwards in a radial direction . This is carried out by means of the 
prestress power which is based on the elasticity of the operating element 5. The 
operating element 5\ respectively its front end, is released from the catching element 
6' and allows a movement of the piston to the left hand side, as shown. The piston is 
not locked, it is unlocked. 
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